
Air compressor  24L 1.5kW with 5m pipe RD-AC12

Art. number: 089407

Barcode: 3800972016071

✓ The RD-AC12 is equipped 
with three quick connections:
✓ The 1st is directly from the 
tank outlet
✓ The 2nd is after reducing 
the valve
✓ The 3rd quick connection is 
on the hose
✓ It has two manometers, one 
showing the pressure after 
reducing the valve and the 
other the pressure in the tank
✓ The compressor is supplied 
with oil in the crankcase and a 
spiral hose with quick 
connections
✓ Possibility to store the hose 
directly on the compressor

TECHNICAL FEATURES
Parameter Measure Unit Value
Effective delivery volume (@ an 80% pressure) (l/min) l/min 110
Filling capacity (l/min) l/min 110
Maximum no- load speed (min-1) min-1 2800
Maximum working pressure (bar) bar 8
Rated input power (W) W 1500
Tank capacity ~ (l) l 24
Rated voltage type Corded - Electrical Grid

EQUIPMENT
Wheels 2 pcs

LOGISTICS INFORMATION

Type of package Quantity
Width
Length
Height

Volume
Net

Brutto
Tara

Barcode

pieces 1 pieces 26 x 60 x 58 cm 0.09048 m3 18.0000 - 19.0000 - 1.0000 kg 3800972016071


